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Working hydraulics
diagnosis test case
HPKD-AH

Developed especially for commercial
vehicles, tractors and trucks with
hydraulic auxiliary equipment
(working hydraulics) for municipal as
well as in agriculture and forestry:

 hydraulic test case forHPKD-AH
working hydraulics diagnosis.

A standard configura�on is shown here,
but we are also happy to create together
with you your individual configura�on
(pressure measuring ranges, 
connec�ons, adapta�ons, etc.).

With this  test kit, a quick, safeHPKD-AH
and reliable diagnosis of all hydraulic
systems is possible.

The HPKD-AH hydraulic test case has been specially designed to meet the requirements for checking 
and tes�ng the hydraulic systems on universal commercial vehicles (e.g. Unimog) as well as 
agricultural and construc�on machinery.

Content: • 2  DM 80 (0...600 bar) • 10 Sealing rings M8 (st.st.)Digital pressure gauges
  • 2 Pressure gauge connec�ons 1/2" BSP • 10 Sealing rings M18 (st.st.)
  • 1 Adapter set    • 2 Hose connectors M16x2
  • 4 Pressure hoses M16x2   • Transport and storage case with milled
       Length each  je 3 Meter      molded foam inserts

For more detailed informa�on on the scope of delivery, see next page.
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Full content:

T i a  dataechn c l
Pressur ran e (dig e gauge DM 80):e g ital pressur 0...600 2 psi) bar (0...870
Maximum permissible overpr ressur gauge DM 80):essure (digital p e 600 bar
Burst p gital pressurressure (di e gauge DM 80): 1,200 bar
Measurement accur  (dig e gauge DM 80):acy ital pressur ±0.5% v 70.E. as per IEC 607
Burst pressure (pr :essure hose) 1,950 bar
Permissible ambient temperature range: -20 .+65.. °C
Permissible storage temperature range: -20 .+50.. °C
Maxim m emperature:u  permissible medium t +60°C
Maxim mu  permissible rela�ve humidity: <8 g5%, non-dewin
Mate l prria essure ports: Stain steelless 
Mate l gria askets: NBR
Mate l test ria ports: Stain steelless 
Weight: approx. 6 kgs
Dimension (com ase):plete with c appro  x 410 x 130 mmx. 500

(Posi� n) Desco rip�on Quty.
(1) Digital pressure gauge DM 80, 0...60  00 bar, Cl. .5 2
(2) ber protec�oRub n cap, black 2
(3) Pressure gauge co ec� 1/2-P-ORnn on SMA20 - G 2
(4) apter seAd t, consis�ng of: 1

(4.1) T G 1/4 (1/4" BSP)est port 1
(4.2) T M 8 x 1est port 2
(4.3) T M 12 x 1,5est port 6
(4.4) T M 14 x 1,5est port 4
(4.5) T M 18 x 1,5est port 3
(4.6) T 0S, M 16 x 2est adapter, T-piece, 2 1
(4.7) T aulic pc. HP 10 - M 16 x 2est adapter, hydr 1
(4.8) T aulic pc. HP 12 - M 16 x 2est adapter, hydr 1

(5) e hose M 16 x 2i, length 3 mPressur 4
(6) Sealing rin less  8g in stain steel,  M 10
(7) Sealing rin less 8g in stain steel, M 1 10
(8) o nn or M16 x 2 male x M 16 x 2 maleH se co ect 2
Case with m  m  insertsilled olded foam 1
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